Transverso Monoblock™
Modular Partition System
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The Transverso Monoblock Modular Partition System ships as pre-assembled units. Site labor costs,
reduced material waste and quick installation are just some of the benefits which are gained from
the system shipping pre-assembled. Some features include: optional internal blinds, entire building
interiors can be fransformed, gypsum board may be used without the mess of compounding and
sanding the joints, click-n installation and fully demountable.

Maximum Glazing Panel Width: 60" max. (custom widths available upon request)

Maximum Glazing Panel Height: Full height up to 16 feet

Glazing Available: 1/4" Clear tempered, 1/4" Clear laminated (other glazing types available upon
request)

Available Glazing Types: Clear Tempered, Low Iron, Laminated, LCD

Standard Frame Finishes Available: Aluminum, Stainless Steel, Polyester powder coated finish (RAL
color choices: Jet Black, Silver, Grey and White)

STC Rating: 45 (Glass Wall Acoustic Rating), 47 (Solid Wall Acoustic Rating)

Door Options: Hinged framed glass doors, Full height aluminum pass doors, Glass doors with pivot
option, Wood doors

Finish Options: Gypsum Board, Glass, Wood Veneer, Laminates, Melamine Facings, Vinyl

LEED 2009 (v3) Contributions: MRc3, MRc4, MRc7, EQc4.2, EQc8.1 and EQc8.2
LEED (v4) Contributions: MRc1, MRc3, MRc4, EQc2, EQc7, EQc8 and EQc9
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(877) 282-6843
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www.avantisystemsusa.com
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